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Version CD

410031 S I R IO  ANT I - V I BRAT ION  MOUNT

NR Rubber compound shore A and
zinc plated steel.
Cushy-float flanged mountings, used
when good transversal flexibility is
required, where frecuency are
between 8 and 12 Hz.
Used in diesel engines, marine
engines, refrigerators, agricultural
machines, generators.
Version T recommended for marine
motors, tractor cabines, etc.
Ce: Max. static load (Kg).

Code D E d2 h k L s d1 d Hardness Ce Version

41003105008 48 19 6.5 23 68 80 1.5 8.5 - 60°±5° 102 -

41003106010 62 25 8.5 30 85 100 2 10.5 - 60°±5° 214 -

41003109016 92 40.5 10.5 44 110 130 3 16.5 - 60°±5° 343 -

41003111024 119 50.5 16.5 48 160 190 4 24.5 - 60°±5° 641 -

41003116030 158 80 16.5 60 200 230 5 30.5 - 60°±5° 1211 -

41003106310 62 25 8.5 30 85 100 2 - M10 60°±5° 214 CD

41003109316 92 40.5 10.5 44 110 130 3 - M16 60°±5° 343 CD

41003111324 119 50.5 16.5 48 160 190 4 - M24 60°±5° 641 CD

41003106510 62 39 8.5 30 85 100 2 14 M10 55°±5° 250 T

41003109516 92 60 10.5 44 110 130 3 20 M16 55°±5° 360 T

41003111916 119 82 16.5 48 160 190 4 21 M16 55°±5° 650 T
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